DATENBLATT LED VIDEOWALL P3

LED Parameters

No. Item Luminous Intensity Viewing Angle(H/V) Wavelength Test Condition
1 Red LED (Epistar DICE) 800-1000 160°/120° 620-630nm 25°C,20mA
2 Green LED(Silan DICE) 1300~1500 160°/120° 520-535nm 25°C,20mA
3 Blue LED (Silan DICE) 250~500 160°/120° 465-475nm 257C,20mA

Module Specifications
1 Pixel Pitch P3 mm
2 Pixel Configuration SMD 3-in-1
3 Module Resolution 64 dots X 64 dots
4 Module Pixles 4,096 dots
5 Module Size 192mm X 192mm
Screen Specification
1 Frame Size(WXHXD) 1930mmX584mmX45mm
2 Screen size 1920mmX576mm
3 Resolution 192x640
4 |Recommended viewing distance 23.0m
5 brightness 21,200 cd/m?
6 Color Temperature 5,000° — 9,000° K
7 Ratio 8192:1/16384:1
8 View angles 140° (+20°/-20°)
9 Case Material Aluminum

10 Operating Temperature Range -10C~70C
11 Grayscale 16 bits RGB
12 Video frame rate 60 Hz
13 Refresh rate > 1,200 Hz
14 Drive mode (1/16)

15 Input voltage AC90-240V
16 Maximum power consumption 600W
17 Average power consumption 280W
18 Life 2100,000 Hours
19 CloudSign*weight 37KG
20 Indoor/Outdoor use Indoor
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